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Der Inhalt dieses Merkblattes hat beratende Funktion. Verbindlichkeiten und Ansprüche irgendwelcher Art können daraus nicht abgeleitet 
werden. Die Kenndaten sind Richtwerte, aber keine Spezifikationsdaten. 

 
The technical data are representative values. All recommendations are without obligation. 

 
 
 

Molylub EvaDraw ALU3 

(Art.: O-8122) 

Evaporating lubricant for drawing and punching - not water miscible 

 

Description: Molylub Draw AL-3 is a preparation based on synthetic hydrocarbons with a low 
viscosity and synthetic fatty acid esters. Fully evaporation without residues ( not much 
as 3 %) leaving a dry super thin, almost no noticeable but very effective lubricating 
film. 

 

Benefits :                           Neutral odour,  perfect drawing tension with smallest lubrication film. Effective drawing 
tools wear protection. Safe lubrication film ensures application in food package 
production. 

Technical Data: Appearance: clear, colourless liquid 

 Density at 15 °C/59 °F:  790 kg/m³ 

 Kin. Viscosity at 40 °C/104 °F: 1.5 mm
2
/s 

 Flash point (PM, DIN EN ISO 2719): 78 °C/172 °F 

 Pour point: < 5 °C/41 °F 

 

Application: Molylub EvaDraw ALU3 is used undiluted for drawing forming and punching 
aluminium and thin steel sheets in Roofing and Automotive body part production 
industries. It works very well on light-duty drawing and stamping operations on ferrous 
and non-ferrous materials.  

 The film on the metal surface provides the necessary corrosion protection for several 
days if stored under roof. The application is possible as dip and drain spraying, 
dropping and painting. 

 

Remarks: Store frost-free at temperatures above 5 °C/41 °F. 
 
 


